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SPECIFICATIONS

APPLICABLE PMT MODULES

The C7169 and C10709 are the power supply units which 
can be used for various photomultiplier tube (PMT) 
modules produced by Hamamatsu. The unit can provide 
both the driving voltage and the control voltage.

Type No.
Output Voltage
Max. Output Current
Control Voltage (variable voltage range) *1

AC Input Voltage
Input Power Frequency
Max. Current Consumption
Terminal Connection Method
Operating Ambient Temperature *2

Storage Temperature *2

Environmental

Approved Standards

Weight
*1: Adjust within the recommended control voltage range for the photomultiplier tube module being used.
*2: No condensation

* Not current sold.

Safety

EMC
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A
V
V
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A
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°C
°C
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kg

+0.25 to +1.8
100 to 240

50 / 60

Binding post
+5 to +50
-20 to +50

In door use, upto 2000 m altitude
EN61010-1: 2001

Overvoltage category 2
Pollusion level 2

EN61326-1: 2006
Group 1, Class A

1.2

±5
2.0 (+5 V), 0.2 (-5 V)

2.2

±15
0.3 (+15 V), 0.2 (-15 V)

0.5

C10709C7169 Unit

Type No.

C7169

C10709

Current Output

Voltage Output

Current Output

Voltage Output

H5773*, H5783*, H6779*, H6780*, H7732, H7826, H9305
H10425, H10426, H11526
H5784*, H7827, H8249
H9306, H9307, H9656*, H10492, H10493
H9858*, H10720, H10721
H11432, H11461
H10722, H10723

Type No. Output Signal
Photomultiplier Tube ModulePower Supply
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CONNECTION DIAGRAMS

DIMENSIONAL OUTLINE (Unit: mm)

TACCA0186EC

TACCC0113ED

Voltage output type photomultiplier tube moduleCurrent output type photomultiplier tube module

C7169/C10709
PHOTOMULTIPLIER TUBE

MODULE

RED (+15 V / +5 V)

BLACK (GND)

GREEN (-15 V / -5 V)

BLUE (Vref OUTPUT)

LOW VOLTAGE INPUT (RED)

SIGNAL OUTPUT

GND (BLACK)

Vref OUTPUT (BLUE)
Vcont INPUT (WHITE)

WHITE (Vcont INPUT)

C7169/C10709
PHOTOMULTIPLIER TUBE

MODULE

RED (+15 V / +5 V)

BLACK (GND)

GREEN (-15 V / -5 V)

BLUE (Vref OUTPUT)

LOW VOLTAGE INPUT (RED)

SIGNAL OUTPUT

GND (BLACK)

Vref OUTPUT (BLUE)
LOW VOLTAGE INPUT (GREEN)

Vcont INPUT (WHITE)

WHITE (Vcont INPUT)

* The connection of the unit and the photomultiplier tube module must be made while the unit power is "OFF".
  Please make proper wiring connection otherwise the photomultiplier tube module may be damaged.
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POWER SUPPLY FOR PHOTOSENSOR MODULES

FUSE
T1AL250V
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    100–240V

50–60Hz 0.5A
GND+15V
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200 ± 0.5
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* for C10709
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** for C10709
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