
C9001

Features Applications

I M A G E  S E N S O R

Driver circuit for CMOS linear image sensor

l Single power supply (+5 V) operation
l Operation with two input signals (clock and start)
l Compact: 50 × 12 mm
l Trigger signal output for A/D conversion

l Various types of image acquisition
l Optical detection equipment

Compact, easy-to-use driver circuit

C9001 is a driver circuit designed for S8377/S8378 series CMOS linear image sensors. C9001 operates a linear image sensor by just inputting 
two signals (clock and start) and a single +5 V supply. C9001 also outputs a trigger signal for A/D conversion so the external circuit configuration 
can be simplified. C9001 does not include an image sensor, so select the desired image sensor and order it separately.
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Driver circuit for CMOS linear image sensor  C9001

2

HAMAMATSU PHOTONICS K.K., Solid State Division
1126-1 Ichino-cho, Higashi-ku, Hamamatsu City, 435-8558 Japan, Telephone: (81) 53-434-3311, Fax: (81) 53-434-5184, http://www.hamamatsu.com
U.S.A.: Hamamatsu Corporation: 360 Foothill Road,  P.O.Box 6910, Bridgewater, N.J. 08807-0910, U.S.A., Telephone: (1) 908-231-0960, Fax: (1) 908-231-1218
Germany: Hamamatsu Photonics Deutschland GmbH: Arzbergerstr. 10, D-82211 Herrsching am Ammersee, Germany, Telephone: (49) 08152-3750, Fax: (49) 08152-2658
France: Hamamatsu Photonics France S.A.R.L.: 19, Rue du Saule Trapu, Parc du Moulin de Massy, 91882 Massy Cedex, France, Telephone: 33-(1) 69 53 71 00, Fax: 33-(1) 69 53 71 10
United Kingdom: Hamamatsu Photonics UK Limited: 2 Howard Court, 10 Tewin Road, Welwyn Garden City, Hertfordshire  AL7 1BW, United Kingdom, Telephone: (44) 1707-294888, Fax: (44) 1707-325777
North Europe: Hamamatsu Photonics Norden AB: Smidesvägen 12, SE-171 41 Solna, Sweden, Telephone: (46) 8-509-031-00, Fax: (46) 8-509-031-01
Italy: Hamamatsu Photonics Italia S.R.L.: Strada della Moia, 1/E,  20020 Arese, (Milano), Italy, Telephone: (39) 02-935-81-733, Fax: (39) 02-935-81-741

Information furnished by HAMAMATSU is believed to be reliable. However, no responsibility is assumed for possible inaccuracies or omissions. 
Specifications are subject to change without notice. No patent rights are granted to any of the circuits described herein. ©2004 Hamamatsu Photonics K.K.

Cat. No. KACC1079E01
Jan. 2004 DN2

CLK

START

P-CLK *

P-ST *

GATE *

TRIG
EOS

VIDEO

 * INTERNAL SIGNAL

1 CLK WIDTH

APPROX. 100 ns

1 CLK WIDTH

DUTY RATIO 50 %

����������
	����,�19%� ���	 ����A����	 ���)�6B�&$(&�$#�1$�(��
�+	����C�?��D�'2

���*�. �	�
������
	 19% #	� �����

➀ �6; 1 ���������	���
�������	���������	�������������������	���������
�������	�������������������	��

➁ ���E� 1
������� ��	�� �
	�
� ����	�� ���� ����� ��
���	� ��� 
����� �
	�
� ����	�� ��
�������� 
��� ������� ��
���	
���


����

➂ F�1* 1
�	����������	����.�6�7��������	�	 �	+����3�4��	�	�G���+�4�4��������6�7��	�	�.��?��	����

�����	�������	����	+�7�4���.�

➃ ?%� % �	�����	�+$�,$� ��������.�*	����	���� 

➄ �E1F % �9#� ���	������
��������.��4	���
�	���,������������	����	=��������4	���
�	���,���	��.

➅ F*# �� ��������+

➆ �  1 !������7	�����������	

➇ F*# �� ��������+

➈ �1#?% % �+	��������������.������	��������

➉ �.F*# �+	�������������+

'2)���
����� ���	 �����������	+�7�4��0&&(�������7�4������ ���	��2&� 
G���	���	
��	+�.

KACCC0174EA

� Block diagram

� Dimensional outline (unit: mm)
KACCC0175EA

� Timing chart

KACCA0115EA
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CMOS LINEAR IMAGE SENSOR
S8377/S8378 SERIES
(SOLD SEPARATELY)

(2 ×)    2.5 ± 0.1

SET UP AT 
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